
ASSEMBLY INSTRUCTIONS FOR THE

MULTICHAIR 4020rx

NOTICE

Please see section 3: LIMITED WARRANTY at the end of

this document  If warranty is not acceptable, return the

chair for a refund: Contact Nuprodx, Inc. for shipping

instructions.

1 ASSEMBLY INSTRUCTIONS:

Unpack all parts from the shipping carton. Remove all

tape and/or packing from the chair. Keep shipping materi-

als for future use.

A Position the seat frame upside down and install the four

legs. Note that the top of each leg has a machined portion

approximately one inch wide. The back two legs have a 1"

offset or elbow attached to the end of the leg.

B Position the back two legs so that the offset points out

at a 45-degree angle (note the small pin that mates with

holes in the frame). The top end of each leg should fit

easily into the socket of the frame. Make sure that the

legs slide "home" into the sockets. Use the included ¼"

Allen wrench to tighten the bolts located at the corners of

the frame. For ease of future leg height adjustment, posi-

tion each leg in the socket so that the adjustment holes

face outward.
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D Install the footrest assembly: 

1) Slide each swing-away footrest and it’s clamp down the

front legs. or 2) Slide down the clamp portion only and

loosely tighten it (Rotated inward approximately 45

degrees), then fit the gooseneck tubing into the clamp,

rotate it straight and tighten after adjusting the height as

required by the user's feet. Note: if this position is too low

the clamp can be installed above the axle block.

C Install the axle block assembly:

The assembly includes the axle block with index

plate and attached tube and wheel lock. 1) Slide the

axle block down the front leg until the pin on the

inside face of the index plate fits into the fourth hole

down from the end of the leg. When the index plate

pin is located inside the hole tighten both bolts using

the 1/4” allen wrench. 2) Note: if you need to adjust

the seat cushion height select the appropriate holes

for both the axle block as well as the caster legs. 3)

once you’ve done this and turn over the chair you

might need to “fine tune” the rotation of the legs so

that the wheels are straight and parallel.

E Install the 20” wheels:

1) Insert the quick release axle into the center of

the wheel. 2) Position the wheel in line with the

hole in the axle block and push the axle through

the block. 3) Make sure that the axle detent balls

are free by trying to pull out the axle - there should

be a slight amount of back and forth movement. 4)
Turn the chair right side up and install the backrest

assembly (next page).
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F Install the backrest assembly:

1) The backrest posts mount through the seat frame into

the inside of the back legs.  Because each leg is at a

slight angle it’s impossible to insert the posts into the

legs with the backrest cushion mounting screws tight (the

backrest is delivered with all four screws a little bit

loose). 2) Additionally the saddle washer, bolt, and inter-

nal clamp (located inside the backrest post) are also

loose. 3) Making sure that the four screws and two bolts

are loose, use both hands, slide the backrest posts into

the back leg holes. Make sure that each saddle washer

is tight against the seat frame. 4) Tighten each internal

clamp by turning the bolt in the middle of the saddle

washer. 5) Tighten the four screws which secure the

backrest cushion.  When tightening the cushion screws

make sure that there is sufficient space between the side

of the back cushion and the cantilever arm as it flips up.

6) Note that the bracket connecting the backrest posts

and the cushion has slots so that you can slide the

cushion left/right as required to center the cushion and

provide clearance.
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2 OPERATING INSTRUCTIONS:

A Cantilever side arms: 1) Adjust up/down/in/out by

slightly loosening the bolts on the inside face of the

clamp attached to the backrest posts - make the

adjustment and retighten. 2) Unlocking the arms (for

transfer access) by pressing rearward on the front

edge and pulling up.

B Leg Adjustment: When you adjust the legs, make sure

that the brass buttons are fully seated in the legs. Note: if

you push too hard the button could become stuck inside

the inner leg; pop out the black end cap to fix this.

C Lock the brakes on the casters by pushing down on the

textured rear-most part of the caster brake levers.

Release the brakes on the casters by pushing down on

the front textured part of the caster brake levers.

D Seat cushion: The cushion is quality closed-cell foam,

designed to provide comfort and protection. Make sure

that you don't pack anything on top of it (like the back

assembly, arm rests, or any tools). Because it doesn't

have air bubbles, the foam will not spring back after being

compressed for a long time: for example on an airplane

trip. Any dents in the foam will not spring back and are

permanent.

E Periodically check the tightness of all bolts and apply

light oil to the threads of the bolts.
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